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QTY KEY BOTANICAL NAME COMMON NAME SIZE ROOT REMARKS 1. EXISTING AND PROPOSED SITE INFORMATION TAKEN FROM A DIGITAL AUTOCADD SITE PLAN SUPPLIED BY REDNISS & MEAD,
ENTITLED "SITE PLAN", DATED JANUARY 6, 2021.
TREE AND SHRUBS 2. SEED SOIL DISTURBANCES BEYOND LAWN AREA WITH "RIGHT-OF-WAY WOODS MIX WITH ANNUAL RYE GRASS" (ERNMX #132-1)
_ FROM ERNST SEED (ernstseed.com or call 800-873-3321). SEED AREAS AT THE METHODS AND RATE RECOMMENDED BY THE
1 CF CORNUS FLORIDA FLOWERING DOGWOOD 7-8 B&B FULL MANUFACTURER. LIGHTLY MULCH SEEDED AREA WITH WEED-FREE CLEAN HAY. LIGHTLY RAKE OR ROLL GROUND SURFACE AFTER
6 CA  CLETHERA ALNIFOLIA SUMMERSWEET 3-4" HT. B&B FULL SOWING.
3 AH  ILEX OPACA AMERICAN HOLLY 5-6' HT. CONT. FULL
3 Ry JUNIPER VIRGINIANA RED CEDAR 5.6' HT. CONT. FULL 3. PLANT SPECIES SUBSTITUTIONS MAY BE MADE WITH THE APPROVAL OF THE PROJECT LANDSCAPE ARCHITECT AND THE TOWN OF
5 B LINDERA BENZION SPICEBUSH 3.4' HT CONT FULL DARIEN, PRIOR TO PLANTING. SUBSTITUTED PLANTS SHALL BE AT AN EQUAL OR GREATER SIZE AS NOTED USING A SIMILAR TYPE
. . PLANT.
4. ALL PLANTING METHODS SHALL BE IN ACCORDANCE WITH THE "AMERICAN STANDARDS FOR NURSERY STOCK", LATEST EDITION, AS
PUBLISHED BY THE AMERICAN NURSERY & LANDSCAPE ASSOCIATION.
5. THIS PLAN FOR PLANTING AND LIGHT LOCATIONS PURPOSES ONLY. SEE PLANS BY OTHERS FOR ADDITIONAL INFORMATION. T NG e
6. MULCH PLANTING AREAS AROUND NEW TREES AND SHRUBS WITH A 2.5" THICK LAYER OF SHREDDED CEDAR BARK MULCH. NEW WETLAND PLANTING PLAN
TREES SHALL EACH HAVE A 5' MIN. DIA. MULCHED BED AND NEW SHRUBS SHALL EACH HAVE A 3' MIN. DIA. MULCHED BED. AREAS
WITHIN 4" OF TREE TRUNKS SHALL BE MAINTAINED FREE OF MULCH. PROJECT:
E RESIDENCE
7. THE PROPOSED EVERGREENS ALONG THE SOUTHERN PROPERTY LINE WILL BE INSTALLED ONLY IF EXISTING ROW OF EVERGREENS CoO S C
ARE REMOVED. 281 HOLLOW TREE ROAD
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